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       P-Channel Enhancement Mode Field Effect Transistor   
 

Product Summary 
ǒ VDS                                               -30V 

ǒ ID                                              -2.3A 

ǒ RDS(ON)( at VGS=-10V)                ＜101mɋ 

ǒ RDS(ON)( at VGS=-4.5V)               ＜169mɋ 

ǒ ESD Level(HBM)                          H0 

 
General Description 
ǒ Low RDS(on) & FOM 

ǒ Extremely low switching loss 

ǒ Excellent stability and uniformity 

ǒ Moisture Sensitivity Level 1 

ǒ Epoxy Meets UL 94 V-0 Flammability Rating 

ǒ Halogen Free 

 

Applications 
ǒ Power management 

ǒ Portable equipment 

ƴ Limiting Values  

Parameter Conditions Symbol Min Max Unit 

Drain-

D 

- -2.3 

A 

TA=100℃,VGS=-10V - -1.4 

Pulsed Drain Current  TA=25℃,tpÒ10µs IDM - -9.2 

Maximum Body-Diode Continuous Current  TA=25℃ IS  -0.7 

Total Power Dissipation (Note 1,2) Steady-State 

TA=25℃  

PD 

- 0.86 

W 

TA=100℃  - 0.34 

Junction and Storage Temperature Range TJ ,TSTG -55 150 ℃ 

 

ƴThermal Resistance 

Parameter Symbol Typ Max Units 
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ƴTypical Electrical and Thermal Characteristics Diagrams 
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Figure 1.  Output Characteristics; typical values                            Figure 2.  Transfer Characteristics; typical values 
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Figure 3.  Capacitance Characteristics; typical values                             Figure 4.  Gate Charge; typical values 
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Figure 5.  On-Resistance vs Gate to Source Voltage; typical values               Figure 6.  Normalized On-Resistance 
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Figure 7.  RDS(on) VS Drain Current; typical values        Figure 8.  Forward characteristics of reverse diode; typical values 
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Figure 9.  Normalized breakdown voltage                          Figure 10.  Gate Threshold voltage; typical values 

 
 

0

0.5

1

1.5

2

2.5

-50 0 50 100 150

-I
D

-D
ra

in
 C

u
rr

e
n
t 

(A
)

TA-Ambient Temperature (℃)

VGS=-10V

      

0

0.2

0.4

0.6

0.8

1

-50 0 50 100 150

P
to

t-
P

o
w

e
r 

D
is

s
ip

a
ti
o

n
(W

)

TA-Ambient Temperature (℃)
 

 
Figure 11.  Current dissipation                                                        Figure 12.  Power dissipation  
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Figure 13.  Maximum Transient Thermal Impedance                               Figure 14.  Safe Operation Area 
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ƴ SOT-23-3L Package information 
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ƴ Marking Information  
 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Note： 

1. All marking is at middle of the product body 
2. All marking is in laser printing   
3. 101AL. is marking code 
4. Body color: Black 

Marking Code 
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Disclaimer 
 

The information presented in this document is for reference only. Yangzhou Yangjie Electronic Technology Co., Ltd. reserves the 

right to make change

http://www.21yangjie.com/

